
T echni kraum

1m

Durchbruch /Breakthrough
Breite  / width =  0,50m
Hoehe / hig ht = 0,30m
UK      = +0,40m

Passage 7/8
Uebergang/to
Halle / hall 7

Service 6/7-8/9
Uebergang/to
Hallen / halls 6,7,9

Uebergang/to
Halle / hall 9

Uebergang/to
Halle / hall 9

   Anlieferung
      Delivery
     Halle / hall 8
       Tor / door 2

   Anlieferung
      Delivery
     Halle / hall 8
       Tor / door 1

Schiebe tor/sliding door

S chiebe tor/sliding door 1

S chiebe tor/sliding door 2

25 qm

Rottaler
Fensterladen

Mayer

8-224

5,0

25 qm
NOKA

8-322

5,0

5,0

21 qm

Hecht &Kloth
8-330

4,2

3,5

3,0

2,3

3,0

15 qm
HHW

8-302

1,8

5,1

4,0

32 qm
HHW

8-122
9,0

10,2

25 qm
VIVALDI

8-222

5,0

RESCO
TOOLS
HHW

8-509
5,0

Hasenkopf
HHW

8-415

9,0

8,0
K&F

Holzmanufaktur
HHW

8-411
7,0

Wintersteiger
HHW

8-506

13,7

6,0

10,0

7,0

Drevospol Stastny
Zahori
HHW

8-405
8,4

6,7
3,5

Gühring
HHW

8-315
5,0

Lignum
Consulting

HHW

8-317

Metal World
HHW

8-417

4,0

5,0

Fritz Landolt
HHW

8-419

5,0

Votecs
HHW

8-323

7,0

HHW
8-117

3,0

10,0

C.M.T. Utensili
HHW 8-106

3,0

7,0

4,6

Himmels-

bach

HHW

8-130

5,0

Sun Wood
HHW

8-326

14,2 16,4

53 qm

Sarner
Leimholz

-
Sarner
Holz

8-320

10,5

5,0

30 qm

8-119

6,0

33 qm

8-123

6,5

5,0

33 qm

8-228

11,0

45 qm

WorkingProcess

8-104

9,0

15 qm

Bundesverband
ProHolzfenster
8-110

5,0
18 qm

DUCERF
GROUP

8-118
3,0

6,0

21 qm
Mario Picciocchi
8-120

3,0

7,0

20 qm

Richter
Bau-Lifte

8-113b

5,0

4,0

25 qm

8-121

5,0

5,0

30 qm
SIGRO

8-324

6,0

5,0

25 qm

STARK
Wood and

Metal Cutting
Tools

8-328

3,7

3,2

3,4

92 qmOertli

8-404

23,0

4,0

22 qmMORALT
8-403

5,5

4,0

80 qm

HolzSchiller

8-331

20,0

4,0

26 qm

SAISCOM-PENSATI8-424

6,5

24 qm

SIEROLAM

8-426
6,0

22 qm

Holz-

Hogger

8-504

5,5

4,0

26 qm

8-505
4,0 2,2

2,0

3,8

3,9

66 qm

8-422

16,1

0,7

33 qm

Holz
Schiller

8-3297,2

6,9

3,7

32 qm

8-522

8,0

91 qm
HHW

8-304

7,0

13,0

83 qm
HHW

8-107
4,5

11,0

10,7

12,615 qm

HHW
8-202

3,0

12 qm

fenzta
COM

8-113d
4,0

3,0

12 qm
BISS.ID
8-113c

4,0

9 qm

8-113e
3,0

11 qm
AUMA
8-113f

3,5

12 qm

8-113g
4,0

12 qm

8-113h
4,0

9 qm

Plancraft
HHW

8-113i
3,0

3,0

15 qm

8-113k
5,0

9 qm

Gratleiste.de
HHW

8-113m
3,0

3,0

18 qm

8-113n

6,0

9 qm
BOX ID
8-113a

3,0

14 qm

8-113o

4,5

50 qm

Nothegger Massiv
HHW

8-321

5,0

10,0

312 qm
Community Area

8-319

24,0

13,0

GMSJU

FF
+

HHW

31 qm
Carl Götz

8-327
9,0

4,6

6,7

4,0

16 qm

8-513
4,0

24 qm

MOSO
International

8-515
4,0

6,0

18 qmHHW
8-128

6,0

185 qm

Forum
Digitalisierung

Praktisch
Gestalten

8-316

18,5

10,0

259 qm
HHW

8-303
17,8

24,0

3,8

27,8

24 qm

8-521

6,0

4,0

20 qm

AIRCOM
HHW

8-408

4,0

5,0

18 qm

WESTHOLZ
Tirol Lamellierwerk

8-114
6,0

24 qm
HHW

8-108

1189, 594 mm
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Symbol Technische Ausstattung

FM = Feuermelder und Loescheinrichtung
Hoehe Oberkante 2,20 m

FM = Fire alarm and fire-fighting equipment
Height to top edge 2.20m

Hallenschild
Begrenzte Standbauhoehe!
Hoehe Unterkante mindestens 4,30 m
Hallenschildhoehe = 1,50 m
B = 240 cm, 300 cm

Hall sign
Restricted stand height!
Height of lower edge at least 4.30m
Hall sign height = 1.50m
W =  240cm, 300cm

Zufahrtstore der Halle
Tor 1 B= 4,10 m / H= 4,87 m
Tor 2 B= 4,07 m / H= 4,87 m
Schiebetor 1  B= 3,39 m / H= 3,46 m
Schiebetor 2  B= 3,43 m / H= 3,47 m

Access doors to the hall
door 1 W= 4.10m / H= 4.87m
door 2 W= 4.07m / H= 4.87m
sliding door 1 W= 3.39m / H= 3.46m
sliding door 2 W= 3.43m / H= 3.47m

Versorgungsschacht fuer
Elektro, Telekom, Druckluft

Supply duct for electricity, telecoms,
compressed air

Technikraum
Begrenzte Standbauhoehe 3,50 m
Tiefe = 0,80 m

Engineering shaft
Restricted stand height 3.50m
Depth = 0.80m

Versorgungsschacht fuer
Wasser, Abwasser

Supply duct for
water and drainage

Saeule Pillar

Hallenecksaeule
bis 2,50 m Hoehe umbaut
Mass "X" = min. 0,54 m / max. 0,85 m
Mass "Y" = min. 0,29 m / max. 0,47 m

Hall corner pillar
covered to a height of 2.50m
Dimension "X" = min. 0.54m / max. 0.85m
Dimension "Y" = min. 0.29m / max. 0.47m

Hallenaussenwandsaeule
bis 2,50 m Hoehe umbaut
Mass "X" = min. 0,90 m / max. 1,30 m
Mass "Y" = min. 0,24 m / max. 0,30 m

Hall outer wall pillar
covered to a height of 2.50m
Dimension "X" = min. 0.90m / max. 1.30m
Dimension "Y" = min. 0.24m / max. 0.30m

Halle 8 / Hall 8

Connections to stand hook-ups
must be laid across the hall floor

Verbindungen zum Standanschluss
ausschliesslich ueber den Hallenboden

Hallenhoehe = 5,80 m
(Unterkante Beleuchtung)

Hall height  = 5.80m
(Lower edge of lights)

Hallenflaeche 4.680 m² Hall floor space 4,680m²

Bodenbelastung 5.000 kg/m² Floor weight loading 5,000kg/m²

FM
80cm

34cm

Technikraum
650cm

80cm

550cm

B

H

19cmB

60cm

105cm

120cm

120°

X Y

15cm

60cm

60cm

X Y

Technical specifications

Bemalte Nummernschilder
Unterkante 5,00 m
Oberkante 6,00 m

Painted hall sign
Height of lower edge 5.00m
Height of top edge 6.00m

** Aenderungen vorbehalten ** subject to change

vorläufiger Hallenplan - Änderungen vorbehalten
preliminary floorplan - subject to change


